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1. EXISTING ASPHALT CONCRETE SHALL BE CUT AND REMOVED IN SUCH A MANNER SO AS NOT TO TEAR, BULGE OR DISPLACE

ADJACENT PAVEMENT. EDGES SHALL BE CLEAN AND VERTICAL. ALL CUTS SHALL BE PARALLEL OR PERPENDICULAR TO
STREET CENTERLINE, WHEN PRACTICAL.

2. THE REMOVED PAVEMENT SECTION SHALL BE REPLACED WITH BASE MATERIAL AND ASPHALT CONCRETE. THE MINIMUM
THICKNESS OF THE REPLACEMENT ASPHALT CONCRETE (A} SHALL BE: A=(B+17)
REPLACEMENT BASE SHALL BE CRUSHED AGGREGATE BASE 4" MIN. THICK.
{F AGGREGATE BASE 1S TO Bf REPLACED WITH ASPHALT CONCRETE, THEN THE MINIMUM THICKNESS OF THE ASPHALT
CONCRETE SHALL BE:
ON COMPACTED BACKFULL - A=(B+1") + (C/2)
ON SLURRY BACKFILL - A=(B+17) + (2C/3)
(SEE SLURRY REQUIREMENTS BELOW)

IF CEMENT TREATED BASE ~ A=(B417) + (2C/3)

3. A TACK COAT OF EMULSIFIED ASPHALT (SS5-1H OR RS-1) SHALL BE APPLIED TO ALl SURFACES WHICH WILL BE IN
CONTACT WITH THE REPLACEMENT ASPHALT CONCRETE.

4. THE FIMSH COURSE FOR RESURFACING SHALL BE LAID DOWN USING A SPREADER BOX. ALL RESURFACING SHALL BE SEAL
COATED WITH AN EMULSIFIED ASPHALT AND COVERED WITH SAND. *CHIP SEALING SHALL BE APPLIED AS REQUIRED BY THE CTY.

5. ASPHALT CONCRETE RESURFACING TO BE TYPE NI, C-3 AR4000 FOR TOP COURSE (4" MAX. THICKNESS)
(1/2° AGGREGATE). If GREATER THAN 4™ USE 2 OR MORE LKTS.
TOP LWT WITH 1/2" AGGREGATE; LOWER LTS WITH 3/4" AGGREGATE.

6. SLOUGHING OF TRENCH UNDER PAVEMENT SHALL BE CAUSE FOR REQUIRING ADDITIONAL PAVEMENT AND BASE. LIMITS OF
WORK TO BE DETERMINED BY THE CITY ENGINEER.

7. EXISTING STRIPING AND/OR TRAFFIC SIGNAL LOOPS TO BE REPLACED WITHIN 5 WORKING DAYS.

B. IN AN EFFORT TO WMAINTAIN A STREET'S EXPECTED LIFESPAN. RETURN THE STREET TO THE SAME OR SIMILAR CONDITION
AS BEFORE THE TRENCHING TOOK PLACE, AND TO MEET CITY OF CHULA VISTA AND GREENBOOK STANDARDS PERTAINING
TO ROAD SMOOTHNESS:

-IF THE TRENCH IS LOCATED WITHIN A BIKE LANE, THEN THE ENTIRE BIKE LANE WIDTH SHALL BE COLD-PLANED
1-1/2" MINNUM AND OVERLAYED 1-17/27 MININUM.

-IF THE TRENCH IS WITHIN 24" OF A CONCRETE STRUCTURE (i.e.. UP OF GUTTER, VAULT, ETC.), THEN THE AREA
ETN/EEN THE TRENCH AND THE CONCRETE STRUCTURE SHALL BE COLD-PLANED 1-1/2" MINIMUM AND OVERLAYED
1-1/27 MINMUM,

If THE TRENCH 1S LOCATED LONGITUDINALLY WITHIN THE TRAVEL LANE OF A PRIME, MAJOR, OR 4-LANE COLLECTOR
STREET. THEN THE ENTIRE LANE SHALL BE COLD~PLANED 1-1/2" MINMUM AND OVERLAYED 1-1/2" MINIMUM.
HOWEVER, THE CITY ENGINEER MAY, ON A CASE—BY CASE, BASIS AND AT HIS/HER SOLE DISCRETION, MODIFY THE
REQUIREMENT TO COLD—PLANE AND QVERLAY THE ENTIRE LANE BASED UPON THE FOLLOWING CRITERWA: (1) EXISTING
CONDITION OF THE PAVEMENT: (2) FUTURE REHABILITATION STRATEGIES AND SCHEDULES: (3) DEPTH OF TRENCH;

(4) OTHER TRENCH WORK IN THE AREA; (5) EXISTENCE OF A COMPARABLE TRENCH PAVING TECHNOLOGY OR
TECHNIQUES WHICH WOULD ACHIEVE THE DESIRED ROAD SMOOTHNESS AND LONGEWITY; AND, {6) OTHER SITE-SPECIFIC
CONDITIONS AND FACTORS DEEMED BY THE CITY ENGINEER TO ALLEVATE THE NEED TO COLD-PLANE AND OVERLAY
THE ENTIRE LANE.

THOSE ENTIMES WISHING THE CIY ENGINEER TO CONSIDER MODIFYING THE REQUIREMENT TO COLD-PLANE AND
OVERLAY THE ENTIRE LANE SHALL, PRIOR TO PERMT ISSUANCE, SUBMIT A WRITTEN REQUEST FOR SUCH MODIFICATION.
SAID WRITTEN REQUEST SHALL INCLUDE A DETALED DESCRIPTION OF THE PROJECT. THE PROJECT AREA AND THE
REASONS WHY THE FULL-LANE REQUIREMENT SHOULD BE WAIVED.

9. *F THE STREET HAS EXISTING PAVEMENT FABRIC, THEN FABRIC OF A SIMILAR QUALITY
MUST BE USED IN THE TRENCH REPAIR.

TYPE "I" ONLY (NARROW TRENCH)

10. CEMENT SLURRY BACKFILL:
A. CEMENT SLURRY BACKFILL SHALL HAVE A MAXIMUM SLUMP OF 5 INCHES.
8. CEMENT SLURRY BACKFILL SHALL BE THOROUGHLY CONSOLIDATED TO ENCASE COMDUITS. TAMPERS OR VIBRATORS
SHALL BE USED.
€. LEAN CONRETE (TRENCH BACKFILL SLURRY) AS SPECIFIED IN SECTION 201-1.1.2 OF THE GREEN BOOK CONCRETE
CLASS 100-E-100.
D. ALLOW CEMENT SLURRY BACKFILL 24 HOURS MINIMUM TO CURE BEFORE RESURFACING.

11. TYPE "—1" REQUIRES THE PLACEMENT OF THE PETROTAC TYPE PAVEMENT FABRIC AFTER THE PLACEMENT OF THE TACK
COAT, TACK COAT MUST BE APPLIED OVER PETROTAC.

12. IN STREET WITH FABRIC REINFORCING MATERIAL INSTALLED, SLURRY BACKFILL SHALL BE BROUGHT UP TO THE EXISTING
FABRIC MATERIAL

*[TEMS. IF THEY APPLY, TO BE KNOWN AT TIME OF PERMIT.
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